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Introduction 

 
 

 
Thank you for purchasing an Autoguide Turf Trooper ride on cylinder mower.  
 
The Autoguide Turf Trooper is an advanced machine designed to cut grass quickly, 

efficiently and economically, giving your lawn the velvet finish only a quality cylinder mower can 
deliver.  High build quality and attention to detail ensure that as long as the machine is used in 
accordance with these instructions and the proper maintenance schedules followed, it should 
provide many years of trouble free service. 

 
Large wheels and rear wheel steer mean that not only will the Turf Trooper cope well with 

uneven ground, but can turn in its own length making mowing around posts or trees effortless.  
Hydrostatic transmission gives infinitely variable speed control in both forwards and reverse, 
allowing the optimum cutting speed for all conditions to be easily achieved. 
 

If after reading this manual you have any further questions about the use and or 
maintenance of the machine, or are in any way dissatisfied please do not hesitate to contact your 
local dealer or Autoguide Equipment Ltd for further help and advice.  On purchasing the machine, 
please fill in the information below and retain it for your reference.  When making technical or parts 
enquiries always quote your serial number. 

 
  
 

 
 
 
 
 
 
 
 

  
 

 
 
The machine is designed for domestic and light commercial grass cutting applications.  
 

This manual should be read in full and understood by anyone intending to use the 
equipment before the commencement of work.  Failure to do so could result in serious injury and 
or damage to the machine or environment. 

 
Autoguide Equipment Ltd cannot be held responsible for any injury or damage that occurs 

as a result of wilful misuse or neglect of the equipment or as a result of any modifications made to 
the machine 

 
 Autoguide Equipment Ltd reserve the right to alter specifications and prices without prior 
notification. 

Model:     Autoguide Turf Trooper 
 
Serial Number:                    
 
Date of Purchase:      
 
Dealer Name:       
 
Service Manager:      
Dealer Address:       
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EC Declaration of Conformity 

Manufactured by: 
 
AUTOGUIDE EQUIPMENT LTD 
Stockley Road, Heddington, Nr. Calne, Wiltshire, SN11 0PS 

Complies with EN 836:1997 Garden Equipment - Powered Lawnmowers - Safety as amended, and 
the national Laws and Regulations adopting this directive. 
 
Also EN 292:1991 Safety of Machinery as amended, and the national Laws and Regulations 
adopting this directive. 
 
Also directive SI 2001/1701 Noise Emission in the Environment by Equipment for use Outdoors as 
amended, and the national Laws and Regulations adopting this directive. 

We declare that the machine: 
 
 Description:  Ride on cylinder mower 
 
 Model:   32760 - Turf Trooper 
 
 Engine:   Briggs and Stratton 13.0hp 
 
 Cutting width:  1.5m 

Measured sound power level:  94dB(a) 
Guaranteed sound power level:  95dB(a) 

Authorised Signatory: 
 
 
 
 
Mr Richard Robinson, Technical Director 
 
Date 28/06/07 
Declaration made and Technical Documentation kept at: 
 
Autoguide Equipment LTD 
Stockley Road 
Heddington 
Nr. Calne 
Wilshire 
SN11 0PS 
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Warranty 
 
 Our products are warranted against any defects in materials or workmanship for a period of 
12 months from the date of invoice or supply, whichever is the longer.  Date of supply is taken as 
the of receipt of the product as supported by a signed delivery note and / or 3 days from shipment 
in Europe and 6 weeks elsewhere. 
 
 Our Warranty does not cover wearing parts or components manufactured by others where 
an existing warranty is applicable e.g. engines, batteries etc. 
 
 Our Warranty specifically excludes misuse, lack of maintenance or damage caused by 
untrained users. 
 
 Warranty is only valid provided that original spare parts and consumables have been used 
and will only be honoured on production of a valid serial number. 
 
 It is a condition of warranty that any allegedly defective product MUST be returned to us 
safely packaged and carriage paid. 
 
 We will either quote for a repair or replace or repair parts at our option.  For further details 
please see our CONDITIONS OF SALE. 
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Safety 
 

The following pages contain essential information about the safe and efficient use of the 
Turf Trooper and must be read and understood by anyone intending to use the machine.  

 
As with all equipment of this nature, the potential for serious personal injury and / or 

damage to the equipment and other property exists if the machine is used contrary to these 
instructions and accepted safe working practices.  It is strongly recommended that suitable eye 
and ear protection be worn at all times when using the machine along with sturdy footwear and 
long trousers. 

 
Before starting work for the first time, please ensure that you are familiar with the location 

and operation of all controls.  Ensure that recommended daily inspections and routine 
maintenance have been carried out as per the service schedule found in the maintenance section 
of this manual.  Never attempt to use the equipment if there is any damage to the cutting reels or 
you are in any doubt about the serviceability of the machine. 

 
The work area should be free from any foreign objects that could damage or be thrown from 

the machine.  Any obstructions which cannot be removed should be negotiated with extreme care. 
Ensure that bystanders and animals are kept at a safe distance from the work area at all times. 

 
Care must be taken when mowing on uneven or sloping ground to avoid the risk of the 

machine slipping or toppling.  Never exceed the following slope angles: 
 
Up slope forwards:  20

o
 

Up slope backwards: 15
o 

Down slope forwards: 15
o 

Down slope backwards: 20
o 

Across slope:  15
o 

 
Reduce these angles in wet conditions. 
  

 
CAUTION:  NEVER run the engine in a confined space. 

 
 Internal combustion engines have been associated with carbon monoxide poisoning which 
can be fatal.  To avoid the risk of poisoning, never run the machine in confined spaces such as 
sheds or garages. 
 

 
CAUTION:  PETROL IS  HIGHLY INFLAMMABLE.  

  
 Always ensure that petrol is stored in a suitable container in a safe area away from any 
possible sources of ignition.  Please comply with any local bylaws relating to the storage, 
transportation and disposal of fuels. NEVER smoke when handling petrol. 
 
 Never add fuel whilst the engine is running or hot.  It is recommended to wait at least two 
minutes after stopping the machine before refuelling to allow hot components to cool sufficiently. 
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 The following pictograms can be found in certain locations on the machine and give specific 
instructions or advice about components found in that area. 
 
 
 Safety Alert. 

 
This symbol is located on the machine and throughout this manual to alert the 
user to important safety information.  Failure to observe any of this information 
could lead to severe injury and / or damage to the equipment or surroundings. 

Read Instruction Manual. 
 
Ensure that operator has read and understood the instruction manual before com-
mencing work. 
 

Remove ignition key and read instructions before attempting maintenance. 
 

Trapping Hazard. 
 
Removal of this part exposes a trapping hazard.  
 

Severing Hazard. 
 
Do not place hands, feet or other body parts into this area. 
 

No Step. 
 
Do not use this part as a step when mounting or dismounting the machine. 
 

Thrown Object Hazard. 
 
Be aware of the danger of thrown objects. 
 

Minimum Safe Distance. 
 
Keep bystanders at least 15m away from the working area. 
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Key Features  

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

A Left hand reel 

B Right hand reel 

C Rear reel 

D Seat 

E Seat adjuster 

F Engine cowl 

G Steering wheel 

H Speed control pedal 

I Parking brake 

J Freewheel lever 

K Ignition barrel 

L Cutter switch 

M Throttle lever 

N Front reel catch 

O Rear reel lift lever 

P Oil filler cap / dipstick 

Q Fuel filler cap 
 


